JOB-MAN 1725

JOB-MAN«Z2»

With CE-approved FOBS/ROBS foldable roof. Small, compact, high-quality mini loader, a strong and tough
machine. Standard with hydraulic quick coupler - 2 powerful lift cylinders - 2 hydraulic outlets - 6-way
valve - LED work lights and rotating beacon. Parallel lift and the machine has a floating position. Perkins
engine & Bosch Rexroth hydraulic drive motor. 25 HP / 18.5 KW - 3 cylinders Perkins Engine 403J-11
Stage 5. Standard tires size 26x12.00-12. FOPS/ROBS safety roof. Can be delivered with closed cabin

with heating.

1700 kg
Breakout force: 1340daN
‘Standard tire siz 26x12,00-12
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Standard equipment:

Hydraulic quick-change attachment

2 powerful hydraulic outlets - 6-way valve

2 lifting cylinders

LED work lights, 4 lights

Rotating beacon - with reverse warning sound

Adjustable steering wheel

Multifunctional joystick

Comfortable adjustable seat

Technical Specifications:

Engine

Engine Perkins 403J-11
Max. power 18,5 kW/25 PS
Max. speed 2800 U/min
General

Capacity, shovel 0,3 m3

Diesel tank 231

Oil quantity, hydraulic 30 I/min

JOB-MAN is a mini loader developed and designed in Denmark. The machines are manufactured according to European standards with Bosch Rexroth hydraulic
components and Perkins/Yanmar engines. JOB-MAN compact loaders have been sold since 2006, with more than 1,800 machines in Europe.

Optional:

Narrow wheels - tractor pattern 27x8.5-15

Wide wheels - Grass tires 26x12.00-12

Counterweight - 72 kg

Cab with heating

Performance

Max. lifting capacity 1365 kg
Pull force 9600N
Breakout force 1340daN
Operating weight 1510 kg
Lift speed (empty) 3,77

Lift and lowering speed (empty) 6,33
Tipping load in bucket, horizontal 850 kg
Tipping load, pallet fork, horizontal 820 kg
Tipping load in bucket, swiveled 550 kg
Tipping load, pallet fork, swiveled 511 kg




JOB-MAN 1725

Dimensions:

A Wheelbase 1345 mm N Dumping range 501 mm
B Front axle for tool bolts 502 mm 0 Rear adjustment angle on ground 57°
C Rear axle 798 mm P Max. unloading angle 35°
D Length without tools 2764 mm Q Rear adjustment angle (v/max. height) 57°
E Length with bucket 3615 mm R Track width 714 mm
F Height to seat 1170 mm S Width/turned wheel 930/1060 mm
G Bucket depth below ground clearance 25 mm T Ground clearance 208 mm
H Height to cab roof 2192 mm u Inside turning radius 865 mm
H2 Height with roof folded 1755 mm \% Outside turning radius 1829 mm
J Unloading height 2030 mm W Outside turning radius with bucket 2210 mm
K Loading height 2536 mm X Articulated joint angle 54°
L Maximum height to bucket pivot point 2811 mm Y Rear angle 25,3°
M Total working height 3593 mm z Additional length with roof folded 161 mm

JOB-MAN is @ mini loader developed and designed in Denmark. The machines are manufactured according to European standards with Bosch Rexroth hydraulic
components-and Perkins/Yanmar engines. JOB-MAN compact loaders have been sold since 2006, with more than 1,800 machines in Europe.




